
FEATURES AND BENEFITS

Covered identification 
labels: protects labels 
during the life of the 
harness 

Lightweight: more 
comfortable

 

Honeywell Miller 
branded: built with our 
legendary quality and 
reliability 

H100 Harness

H11110022 and H13110022

The Miller H1OO series has been designed 
around a simple concept; provide a 
fundamental fall protection line with 
exceptional value. The new Miller H1OO 
series was assembled to meet the most 
common fall protection needs while 
maintaining a focus on value and safety. 

�The H1OO series is the Honeywell  
cost-effective, quality, construction  
and general industry compliant harness 
designed to meet the most common fall 
protection needs.  

H100 HARNESS

New distinctive vibrant 
color webbing

Cost effective



Elastic 
keeper

Slotted 
mating 
buckle

Rebar 
hook 
keepers

Fall 
indicator

Tongue 
buckle

Steel 
D-ring

Label in label
protection pouch
product information

High viz 
color

Honeywell 
logo & label

Plastic back pad / 
d-ring protector

MODEL
NUMBER

LEG
BUCKLES

CHEST
BUCKLES

D-RINGS / OTHER SPECIAL FEATURES WEIGHT

BACK CHEST HIPS SHOULDER
ADJUSTERS

H11110022 Mating Mating Steel N/A N/A Friction Sub-pelvic strap and lanyard keepers 2.54 lbs (1.15 kg)

H13110022 Tongue Mating Steel N/A N/A Friction Sub-pelvic strap and lanyard keepers 3.22 lbs (1.46 kg)
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For more information
www.safety.honeywell.com

Honeywell Industrial Safety 
9680 Old Bailes Rd, Fort Mill, SC 29707

(803) 835-8000

Contact us 
US:

Tel. 800.430.5490

Fax. 800.322.1330

informationsp@honeywell.com

ORDERING INFORMATION

H100 HARNESS FEATURES
Webbing 1-3/4 in. Polyester

Elastic Keepers Elastic

Thread Polyester

D-Ring* Gold galvanize Finished alloy steel

Steel Buckles* Gold galvanize Finished alloy steel

Label Pack Evoprene, Nylon

Label Materials PVC

MATERIALS

*	 All hardware meets ASTM (50) fifty-hour salt spray test  
	 requirements.

H100 HARNESS

PACKAGING
10 Units

Meets applicable ANSI Z359.11-2014, OSHA 1910.140, OSHA 1926.502

Model numbers listed are for universal size (L/XL).


