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Eclipse™ and Thermo‐Grid™ are trademarks of Tingley Rubber Corp.

Nomex® is a registered trademark of E. I. du Pont de Nemours and Co.

Class E Eclipse™ Overall 

Stock Number ‐ O44129

Garment Detail:   

Compliance Standards: ANSI/ISEA 107 Class E, Level 2, ASTM F1891, ASTM 

F2733.

2‐Piece bib overall has a fly front with a center snap, and hook and loop take‐

up straps at the leg cuffs.  Overalls have self material/elastic suspenders, a 

plastic divider and heavy duty quick release buckles. 

                                                                                                            

Packaging: Printed polyethylene bag. 

1. Label sewn at back of waist displays Tingley logo, size, flame 

resistance and country of origin.  Care instructions, fabric 

composition, lot and date codes are located on the reverse.

2. Label sewn into front bib displays ANSI/ISEA 107, ASTM 

F1891, NFPA 70E, and ASTM F2733 compliance. Care 

instructions, fabric composition, lot and date codes are located 

on the reverse. 

Closure Type: Fly front with plastic snap.

Sizes:  S, M, L, XL, 2X, 3X, 4X, 5X 

Seam Construction:  All seams are 100% waterproof RF/heat 

sealed lap construction.

3. Name tag is attached to back of waist.

                                                                                                            

Material:  Fluorescent orange‐red material is 11.3 oz./yd² FR 

PVC on non‐woven Nomex.

Reflective Tape: 2" flame resistant silver glass bead tape is level 

2 compliant. 

Configuration:  2 horizontal bands on each leg.Color:  Fluorescent Orange‐Red.

Garment Type:  High visibility, liquid proof, flame and arc 

resistant, and flash fire compliant overall.

Garments/Tags:

                                                                                                            

Case Pack: 12 each 

Case Dimensions/Weight

Eclipse Orange‐Red ARC Rating: 11 cal/cm².  NFPA 70E HRC 2.  

Flash Fire performance conforms to ASTM F2733, Test Method 

ASTM F1930. 

Pockets: N/A.

Waist

Inseam

Dimensions

Other: Thermal Performance conforms to ASTM F1891, Test 

Method ASTM F1959.   

2X = 15"(L) X 13"(W) X 9"(H) / 24 lbs.   

3X = 15"(L) X 13"(W) X 9"(H) / 25 lbs. 

4X = 15"(L) X 13"(W) X 9"(H) / 26 lbs.   

5X = 15"(L) X 13"(W) X 9"(H) / 28 lbs.   

 S = 15"(L) X 13"(W) X 9"(H) / 19 lbs.   

 M = 115"(L) X 13"(W) X 9"(H) / 20 lbs.   

 L = 15"(L) X 13"(W) X 9"(H) / 21 lbs.   

XL = 15"(L) X 13"(W) X 9"(H) / 22 lbs.   


